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Introducing the LEDOS Emergency Light GM6, a cutting-edge 
solution for emergency lighting needs in indoor spaces. Crafted 
with an injection-molded thermoplastic housing and a 
flame-retardant plastic enclosure, this luminaire combines 
durability with a sleek, compact design suitable for various 
settings. Equipped with two fully adjustable glare-free shape 
light heads, the GM6 ensures optimal emergency illumination 
when required. Its versatile mounting options, including wall and 
ceiling mount compatibility with top and side knockouts for 
conduit applications, offer flexibility in installation. The electrical 
features include 120-277VAC dual voltage operation, brownout 
protection, and overload/short circuit protection for enhanced 
safety. The GM6 is powered by a 3.6V long-life, 
maintenance-free, rechargeable Ni-Cd battery or a high-end 
LiFePO4 battery for superior performance. With options for 
manual or self-testing and self-diagnostics, as well as remote 
capability, this luminaire caters to diverse lighting needs. 
Illuminated by SMD 2835 LEDs with a color temperature of 5700K 
and a lifespan of 50,000 hours, the GM6 delivers either 200lm or 
400lm of bright light during the discharge period.
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Wattage
2W, 4W

Input Voltage
120~277V AC 50/60HZ

Battery Type
Nickel - Cadmium

Configuration
Non-Maintained Type

Product Dimensions

Ø 340 x 110 x 50 mm

IP44

Material
ABS + PC

Backup Duration
180 minutes

Charging Time
24 hours

Lamp CCT
5700K

Description
- UL Listed (UL 94 5VA Rating)
- Flame Retardant
- Meets All requirements in NFPA 70
- Rotatable lamp heads
- Test Switch & Charge Indicator
- Operating Temperature: 0 ºC ~ 40 ºC

Product Impression

Luminous Flux
200 lm, 400 lm


