
2

LEDOS LinearBlade C (Collar Version) heralds a revolution in 
downlighting, centering its design on a deep-embedded LED 
light source that transforms conventional illumination. This 
luminaire, featuring a miniaturized optic for elevated visual 
comfort, is a testament to innovation in lighting science and 
technology. The pinpoint precision of its LED source creates a 
mesmerizing circular light emission, providing an aesthetic that 
transcends traditional frameworks. What sets LinearBlade C 
apart is its commitment to glare-less technology, ensuring a 
seamlessly comfortable and visually pleasing experience. Gone 
are the days of rigid constraints; LinearBlade C invites 
customization, enabling the creation of invisible light sources 
that redefine spatial aesthetics.

LinearBlade C
Collar Version

www.ledoslighting.com

Sizes 1 Cell 2 Cell 5 Cell 10 Cell 15 Cell

Wattage 2W 4W 10W 20W  30W

Lumen 180 lm 380 lm 980 lm 1980 lm 2980 lm

SDCM
<3

Dimmable
ON/OFF , Triac , 1-10V , DALI

Material
Aluminum + PC

Lamp Lumen Lifetime
50,000hrs @ L70/B50

System Efficacy (lm/W)
Upto 100 lm/W

Beam Angle

15° 24° 38°
Narrow Middle Wide

CCT
3000K, 4000K, 6000K

UGR

<15

CRI
>80 & >90

Cut-out Dimensions

1 Cell - 2W - Ø 43 x 43mm

2 Cell - 4W - Ø 73 x 43mm

5 Cell - 10W - Ø 145 x 43mm

10 Cell - 20W - Ø 277 x 43mm

15 Cell - 30W - Ø 410 x 43mm
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Applications

- Office
- Residence
- Commercial Building
- Shopping Mall
- Lobby & Corridor
- Retail Outlets

Product Impression


